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(1) 5" 90° 4" SCHEDULE 40 BEND.

(1) 20" 4” SCHEDULE 40 CONDUIT.

(1) 5 4" SCHEDULE 40 90° BEND AT SIDE OF URS SHED.

(6) 180" 4" SCHEDULE 40 CONDUITS.

(10) 90" 4" SCHEDULE 40 CONDUITS.

(14) 20" 4" SCHEDULE 40 CONDUITS.

(2) 10" 4" SCHEDULE 40 SWEEPS.

(2) 100" 4" SCHEDULE 40 CONDUITS.

(3) 22%," 4" SCHEDULE 40 BENDS.

(3) 40" 4" SCHEDULE 40 CONDUITS.

(3) 5 4" SCHEDULE 40 90° BENDS.

(1) 5" 4" SCHEDULE 40 90° BEND TO SIDE OF TRANSFORMER
AT METER.

(2) 10" 4” SCHEDULE 40 SWEEPS.

(2) 40" 4" SCHEDULE 40 CONDUIT.

. PLACE (10) 20’ 4" SCHEDULE 40 CONDUIT.

. PLACE (2) 5" 4" SCHEDULE 40 BENDS TO THE SIDE OF BLDG. 206.
CONNECT TO THE EXISTING CONDUIT FROM THE ENCLOSURE.

. PLACE 12°L x 6'W x 7'H H—20 RATED PRECAST MANHOLE (AC MILLER

OR EQUAL). PROVIDE 18" MINIMUM DEPTH OF COVER OVER TOP OF

MANHOLE. RACK MANHOLE AS NOTED. RACKING PROVIDED BY

GOVERNMENT. MANHOLE TO BE EQUIPPED WITH (48) %" THREADED
INSERTS (PENNSYLVANIA INSERT CORP. SEE DETAIL).
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(6) 72" 4” SCHEDULE 40 CONDUIT.

(4) 400" 4" SCHEDULE 40 CONDUIT.

(1) 65" 4" SCHEDULE 40 CONDUIT.

(1) 5 4" SCHEDULE 40 BEND TO THE SIDE OF BLDG. 216.

(4) 85" 4" SCHEDULE 40 CONDUIT.

(2) 20" 4" SCHEDULE 40 CONDUIT AND CAP.

(2) 5 4" SCHEDULE 40 BENDS.

(2) 15" 4" SCHEDULE 40 CONDUIT.

(2) 5 4" SCHEDULE 40 BENDS. CONNECT TO THE EXISTING
CONDUIT FROM THE ENCLOSURE.

PLACE 4'W x 8L x 7°'H H-20 RATED MANHOLE WITH COMMUNICATION
ON LID (AC MILLER OR EQUAL). PROVIDE18" MINIMUM DEPTH OF COVER
OVER TOP OF MANHOLE. RACK MANHOLE AS NOTED. RACKING PROVIDED
BY GOVERNMENT. MANHOLE TO BE EQUIPPED WITH (48) %" THREADED
INSERTS (PENNSYLVANIA INSERT CORP. SEE DETAIL).

PLACE (2) 100" 4" SCHEDULE 40 CONDUIT.

PLACE (2) 5 4" SCHEDULE 40 BENDS. CONNECT TO THE EXISTING
CONDUIT FROM THE ENCLOSURE.

PLACE (8) 10" 4" SCHEDULE 40 DUCTS.
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